
BRAMOR rTK

The new C-ASTRAL BRAMOR rTK  aerial surveying system.
Sub centimeter precision - Unmanned - Unrivalled!

Contact your Bramor rTK equipment dealer or C-Astral today
http://www.c-astral.com    info@c-astral.com

“Precision matters”



C-Astral d.o.o.

Gregorčičeva 20
Ajdovščina
SI-5270 Slovenia

info@c-astral.com

www.c-astral.com

VAT Identification No.: SI40875709 
Registration No.: 2352931
BANK: SKB BANKA D.D. LJUBLJANA  
BIC/SWIFT: SKBASI2X
IBAN: SI56 0318 5100 0070 009

BRAMOR rTK brings unrivalled accuracy to your projects

Features:
≥ Carbon / Kevlar construction
≥ 100% Autonomous
≥ up to 2,5h endurance
≥ Automatic Parachute Landing
≥ Flight over mountain terrain
≥ Safe catapult launch
≥ Rain proof
≥ Wind resistance 60 km/h
≥ Operational temp.-25 °C to 45 °C
≥  Mapping area in one flight: 

- 15km2 / 900m AGL / 12cm GSD 
- 2km2 / 100m AGL / 1.3cm GSD

rTK and post processing specs:
≥ Absolute dataset accuracy down to 1.5cm
≥ 24.3 Megapixel Camera
≥ GSD sub cm @ 70m AGL
≥ L1&L2 GNSS reciever
≥ Survey grade GNSS antenna
≥ Gps,Glonass,Beidou,Galileo ready
≥ 20Hz Corrections

rTK Survey modes:
≥ Known point base station 
≥ Unknown point base station
≥ Virtual Reference station
≥ Compatible with RINEX Base data

Ortho DSM and pointcloud Infrared NDVI NDVI modern shader

Sensor options:
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